ELEVATION AT ABUT.

STATE OF ILLINOIS
DEPARTMENT OF TRANSPORTATION
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BEARING ASSEMBLY

ig" Steel Plates

Note:
Shim plates shall not be placed
under Bearing Ass
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Notes:

Hatch area indicates Bearing removal. See Special
Provision for Jack and Remove Existing Bearings.

Anchor bolts shall be ASTH FI1554 ali-thread (or an
Engineer-approved alternate material} of the grade(s)
and diameter(s) specified. ASTM A307 Grade C
anchor bolts may be used in liey of ASTM F1554
Grade 36 (Fy=36ksi). The corresponding specified
grade of AASHTO M314 anchor bolts may be used
in lleu of ASTM Fi1554.

Drilled and set anchor bolts shall be installed according
to Article 52106 of the Standard Specifications.

Side retainers and other steel members required for
the bearing assembly shall be included in the cost of
Elastomeric Bearing Assembly, Type I

Two s in. adjusting shims shall be provided for each
bearing in addition to all other plates or shims and placed
as shown on bearing details.

Steel Extensions shall be included in the cost of
Furnishing and Erecting Structural Steel.

xisting Bearing Assembly
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Existing Plote to be removed using
the air-arc method and grind smooth
all weld material remaining on the
bottom flange. Cost included with
Jack and Remove Existing Bearings.

under nut Fasteners shall be AASHTO Mi64 Type 1, mechanically
galvanized bolls.
_ The Contractor is to verify the existing dimensions
S_E_QI.[.Q/.V..A_A prior to fabricating the steel extensions. IT s intended 1o i
keep the existing beams at their current elevalion. ;
b Burn existing Anchor Bolts flush
with exjsting concrete surface.”
Grind existing anchor bolt smooth
and seal with epoxy. Cost included
& Boam EXISTING BEARING REMOVAL DETAIL — with Jack and Remove Fxisting Bearings.
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SECTION B-B

ELEVATION STEEL EXTENSION

Fquivalent rolled angle with stiffeners
will be allowed in lleu of welded plates.
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